
T he T M T  600 is  a  dedic ated long throw horn loaded 2- Way Ac tive

Tra pez oid M id/Hi enc los ure,  c ompris ing of 1 x  high- powered 10"

(262.7mm) and 1 x 1.4"  c ompres s ion driver. B oth horns  are 50º x 40º

Tra c trix  horns  (the Tra c trix  horn is  des igned to produc e a

hemis pheric a l wa ve front a nd to ha ve les s  c olora tion tha n other

horns ).  T his  mea ns  tha t when us ed in a  tra pez oid box,  in a rra y

s ituations  you have no phas ing between eac h box. 

The TMT 600 has been designed to be flown or ground stacked in an array,

and when used in conjunction with the R GW 112 Trapezoid bass enclosure

you have one of the purest bass/mid/hi set up’s  on the market.

The TMT 600 has  a useable frequency range from 250hz-18kHz. 1 x TMT

600 will give you 135dB  maximum S P L@1w/1m. If you couple 4 x TMT

600’s  in an array you get 142dB  maximum S P L@1w/1m.

f e a t u r e s :  
•  eas y truc k pac king

•  flying c apabilities  

•  prac tic ally plac ed handles  

•  array c apabilities  

•  ergonomic  des ign 

•  very high S P L c apability 

•  textured water res is tant 

Nois e C ontrol G reen c oating 

a p p l i c a t i o n s :  
•  open-air live mus ic  c onc erts  and fes tivals

p e r m a n e n t  i n s t a l l a t i o n s  i n :  
•  auditoriums

•  theatres

•  s ports  s tadiums

•  medium-large c lubs

•  plac es  of wors hip

0
0

6
 

T
M

T

I - F L Y  S E R I E S

W W W . N O I S E C O N T R O L A U D I O . C O M

TMT 600



I-FLY SERIES – TMT 600 

s p e c i f i c a t i o n s
Type Long throw mid high enclosure 

MF HF

Driver 10" 1.4"

Power 500W 160W

Usable fr equency range 200Hz-3kHz 1.2kHz-18kHz

Crossover point 250Hz 2kHz

Power handling 450 AES 125 AES

Recommended amplifier 650W @8ohms 250W @8ohms

Sensitivity @1w/1m 107dB 109dB

Impedance 8 ohms 8 ohms

Dispersion 50 x 40

Connectors 2 x Neutrik NL4 Speakons

Maximum SPL 135 @1m

Dimensions Height 900mm, width (front) 600mm,
width (rear) 340mm,  depth 775mm 
(with w/boards) 930mm

Weight 65kg (with w/boards) 80kg

Construction 18mm birch ply finished in textured water
resistant Noise Control Audio green with
bespoke powder coated protective grill
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